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Important Safety & Liability Disclaimer 

READ BEFORE INSTALLATION OR USE 

1. DIY Use at Your Own Risk 
This product is designed for DIY installation by consumers. Improper installation may result in injury or damage to 
your trailer. By installing or using this product, you accept full responsibility for ensuring proper and safe 
installation. 

2. Safety Precautions Required 
Always wear appropriate personal protective equipment (PPE) during installation. Use proper tools and take 
necessary safety precautions. Ensure the trailer is on a level surface and stabilized before beginning installation. 

3. Intended Use 
This product is designed for DIY installation and use as a double bunk bed and couch system in enclosed trailers. 
It is intended for stationary use only. Do not use this product while the trailer is in motion. 

4. Proper Installation Required 
The safety and performance of this product depend on proper installation. The user is responsible for ensuring that 
the product is securely mounted to structurally sound parts of the trailer using appropriate hardware and techniques. 
Improper installation may result in product failure, injury, or death. 

5. Weight Limits Must Be Followed 
1. Upper Bunk (Sleeping Only): 400 lbs 
2. Lower Bunk / Couch (Sitting or Sleeping): 400 lbs 

Do not exceed these limits. Failure to adhere to weight ratings may result in structural failure or injury. 
6. Stationary Use Only 

This product is not intended for use while the trailer is in motion. Never sleep or sit on the bunks or couch during 
transit. This system is not crash-rated or DOT-certified for occupied travel. 

7. No Standing or Jumping 
This product is not designed to support impact forces from jumping, climbing, or standing on the frame. Misuse may 
result in serious injury and void warranty coverage. 

8. No Unauthorized Modifications 
Do not modify, cut, weld, or otherwise alter the frame, hardware, or mounting brackets. Any modifications void the 
warranty and may create unsafe conditions. 

9. DIY Installation – User Responsibility 
This product is sold as a DIY system. By purchasing and installing this product, the user assumes all responsibility for 
its installation and use. If you are unsure of how to safely install the product, seek assistance from a qualified 
professional. 

10. Manufacturer Liability Disclaimer 
The manufacturer shall not be held liable for any injury, loss, or damage — direct or indirect — resulting from 
improper installation, misuse, overloading, or failure to follow instructions and warnings. This includes but is not 
limited to property damage, bodily injury, and incidental or consequential damages. 

11. Compliance with Laws & Codes 
It is the sole responsibility of the user to ensure that the installation complies with local, provincial, state, and 
federal building codes, trailer regulations, and safety standards in both the U.S. and Canada. 

12. Warranty Coverage 
Warranty is void in cases of misuse, overloading, or unauthorized modification. 
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Step 0 - Before you begin – Tools & Checklist 

Make sure you have: 

✓ PPE (gloves, safety glasses) 
✓ Power drill 
✓ Utility Knife 
✓ 1/8” drill bit 
✓ Measuring Tape 
✓ Marking tool (pencil) 
✓ T-25 Driver 
✓ Phillips Driver 
✓ Trailer parked on stable, level 

surface 
✓ Wall that framing can support 

bunk system & users. 
✓ 1”x8” or 2”x8” lumber, if 

needed 
✓ Read the full installation instructions 
✓ All Provided Hardware:  

• Rubber Stow Straps @ 2 ea 
• Stow Strap Retention Hooks @ 2 sets 
• 1 1/4 Drywall Tek @ 2 ea 
• 1/4 X 2 MT GRX RSS Screw @ 20 ea 
• 1 5/8 Coarse Drywall Screw @ 4 ea 
• 1” SMS Screws @ 10 ea 
• Quick Release Pin @ 2 ea 

This is an overview illustration of the double bunk system, shown in the right hand ladder configuration.  Note that this system 
can be ordered with a left hand ladder configuration as well as in a lower bunk only configuration. Depending on your 
configuration, some illustrations and steps of this manual may not be needed.  

 



 

3 
 

Step 1 - Find stud layout 

a) Identify installation location within the trailer 
b) Ensure that all wall brackets align with appropriate backing support in the wall for secure 

installation.   
a. (Note: additional accommodations may be required within your trailer to safely secure the 

bunks to the wall, such as 2x8 installed to span the studs of your trailer. See picture below 
for example) 

 

 

Example of 2x8 backing where stud layout does not align with bunk brackets 

Step 2 - Install bottom bunk 

• Position the bottom bunk 14.5” off of the floor.  A block spacer (not provided) or packaging 
material may be helpful for this step. 

• Secure each wall bracket to the wall with provided screws. (note, other fasteners may be used to 
attached to metal or aluminum stud materials, not provided) 
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Step 3 – Install Top Bunk 

• Measure and mark 27” from the top of the bottom wall bracket to the bottom of the top wall 
bracket 

• Pin the legs of the top bunk to the legs of the bottom bunk 
• Secure each top bunk wall bracket to the wall with provided screws. For the double bunk to 

operate and stow as intended, the wall brackets must be square and aligned with each other. 

 

Step 4 - Test bunk 

• Operate the bunk between the stowed position and the bunk position to ensure smooth operation.  
If the wall brackets are not square and aligned with each other, you will need to adjust the brackets 
to ensure smooth operation. 
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Step 5 - Install stowage straps 

• Secure strap to wall using the four provided 1-5/8" drywall screws 
• Secure the strap retention nubs to the bunk using the two self-drilling tek screws 
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Step 6 - Install u bracket & pin 

• The leg u-brackets are pinned to the top bunk legs during shipment.  
• Center the u-bracket in the Vertical position within the slotted hole on 

the leg, locate the position of the bracket by marking the top and 
bottom of the bracket using your marking tool, as shown in the image 
at right 

• Center the u-bracket in the Horizontal position, ensuring there is 
equal spacing on either side of the support leg and the bracket, locate 
the horizontal position of the bracket by marking the inside edge as 
shown in the image at right 

 

• Once marked, pull the pins to move the leg out of the way,  
• Positioning the bracket on your marks, drill a 1/8” hole in the top hole as shown here and install a 

1” SMS screw. 

 

• Repeat the process to install three 1” SMS screws in each bracket as shown below. (Caution, the 
brackets are universal for use on the left or the right side, the inner holes are not intended to be 
used) 
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Step 7 – Store Bunk 

• Now that the bunks are securely fastened in your trailer, the stow straps are installed, and the 
Leg U-brackets are installed, you can install the remaining quick release pins to secure the 
bunks into their stowed position, as shown here, and your installation is complete. 
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FUNCTION & USAGE 
This product functions as: 

• A Double Bunk Bed for sleeping (stationary trailers only) 
• A Couch for sitting (stationary trailers only) 

NOT for use in moving vehicles. 
 

    SAFETY WARNINGS – READ CAREFULLY 
1. Weight Limits: 

o Upper Bunk (Sleeping Only): 300 lbs 
o Lower Bunk or Couch (Sitting or Sleeping): 300 lbs 

➤ Do not exceed weight limits. Doing so risks serious injury or product failure. 
2. Stationary Use Only 

• Not intended for use during transit or while trailer is moving. 
• Never sleep or sit on bunks while vehicle is in motion. 

3. Use as Intended 
✔ OK: Sitting like a couch 
✔ OK: Sleeping on either bunk 
✘ NOT OK: Standing, jumping, climbing on frame or mattress 
✘ NOT OK: Using outdoors or in open trailers 

4. No Unauthorized Modifications 
• Do not cut, weld, or alter frame, brackets, or supports. 
• Doing so will void the warranty and may lead to failure. 

5. DIY Installation Responsibility 
• This product is designed for consumer installation. 
• Manufacturer is not responsible for damage, injury, or loss due to improper install or misuse. 

6. Check Local Compliance 
• Ensure installation meets local safety codes and trailer regulations. 

 
   WARRANTY VOID IF: 

• Weight limits exceeded 
• Frame or mounting system modified 
• Installed improperly 
• Used during travel 

 
       Need Help? 
Email: sales@teamlodge.com 
Install Videos: [Insert QR Code] 
 


